3.15 - SPLIT FOLD TRACKLESS

- 3.15.01 - RH, FOLD-IN
- 3.15.02 - LH, FOLD-IN
- 3.15.03 - RH, FOLD-OUT
- 3.15.04 - LH, FOLD-OUT
NOTES
1. PACKAGE SHALL BE GROUNDED TO BUILDING GROUND SYSTEM. GROUNDING WIRE BY ELECTRICAL CONTRACTOR.
2. ROUGH OPENING SHALL PROVIDE 1/4"[6] SHIM SPACE ON SIDES AND TOP OF PACKAGE.
3. STANDARD PACKAGE EXCLUDES LOCKING; 1-POINT LOCKING AVAILABLE.
4. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

1/4" SHIM SPACE
4 1/2"(114) FRAME WIDTH
DOOR PULL
PUSH/PULL BAR
DEADLOCK (OPTIONAL)
INTERIOR
FOLDING HINGE
PIVOT PLATE

VERTICAL SECTION

GROUNDING WIRE BY ELECTRICAL CONTRACTOR PACKAGE WIDTH

44 5/16" [1128]

"S"
"FX" / "FS"

PACKING HEIGHT

ELEVATION

105°
FOLDING DOOR BREAK-OUT

SWING-DOOR PATH

CLEAR DOOR OPENING

PLAN

1/4" SHIM SPACE
SWING PANEL
FX PANEL
FINGER GUARD
PULL
HINGE
INTERIOR
EXTERIOR

HORIZONTAL SECTION

ROUGH OPENING
PACKAGE WIDTH

1 3/4" [45]

TYPICAL PACKAGE DIMENSIONS

<table>
<thead>
<tr>
<th>PACKAGE WIDTH</th>
<th>NOMINAL CLEAR</th>
<th>SWING DOOR PANEL OPTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>84&quot;</td>
<td>63.8&quot;</td>
<td>36&quot;, 42&quot;, 48&quot;</td>
</tr>
<tr>
<td>96&quot;</td>
<td>75.8&quot;</td>
<td>36&quot;, 42&quot;, 48&quot;</td>
</tr>
<tr>
<td>108&quot;</td>
<td>87.8&quot;</td>
<td>42&quot;, 48&quot;</td>
</tr>
<tr>
<td>120&quot;</td>
<td>99.8&quot;</td>
<td>48&quot;</td>
</tr>
</tbody>
</table>
NOTES
1. PACKAGE SHALL BE GROUNDED TO BUILDING GROUND SYSTEM. GROUNDING WIRE BY ELECTRICAL CONTRACTOR.
3. STANDARD PACKAGE EXCLUDES LOCKING; 1-POINT LOCKING AVAILABLE.
4. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

TYPICAL PACKAGE DIMENSIONS

<table>
<thead>
<tr>
<th>PACKAGE WIDTH</th>
<th>NOMINAL CLEAR DOOR OPENING</th>
<th>SWING DOOR PANEL OPTIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>84&quot;</td>
<td>63.8&quot;</td>
<td>36&quot;, 42&quot;, 48&quot;</td>
</tr>
<tr>
<td>96&quot;</td>
<td>75.8&quot;</td>
<td>36&quot;, 42&quot;, 48&quot;</td>
</tr>
<tr>
<td>108&quot;</td>
<td>87.8&quot;</td>
<td>42&quot;, 48&quot;</td>
</tr>
<tr>
<td>120&quot;</td>
<td>99.8&quot;</td>
<td>48&quot;</td>
</tr>
</tbody>
</table>
NOTES
1. PACKAGE SHALL BE GROUNDED TO BUILDING GROUND SYSTEM. GROUNDING WIRE BY ELECTRICAL CONTRACTOR.
3. STANDARD PACKAGE EXCLUDES LOCKING; 1-POINT LOCKING AVAILABLE.
4. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

REVISION: 06/18/2018

PAGE: 3.15.03
NOTES
1. PACKAGE SHALL BE GROUNDED TO BUILDING GROUND SYSTEM. GROUNDING WIRE BY ELECTRICAL CONTRACTOR.
3. STANDARD PACKAGE EXCLUDES LOCKING; 1-POINT LOCKING AVAILABLE.
4. SEE SPECIFICATIONS FOR ADDITIONAL INFORMATION.